STORM DRAINAGE NOTES:

7. THE LOCATIONS OF ALL DRAINAGE STRUCTURES SHOWN ON THESE
PLANS ARE APPROXIMATE ONLY.

2. ALL DRAINAGE PIPE ON THIS PROJECT SHALL BE REINFORCED CONCRETE
PIPE.  FOR THICKNESS OR CLASS DESIGNATION, AVAILABLE SIZES, HEIGHT OF
FILL LIMITATIONS, AND METHOD OF BEDDING REQUIRED FOR A PARTICULAR
HEIGHT OF COVER, SEE VDOT STANDARD DRAWINGS PC—1 AND PB—1.

5. EXISTING DRAINAGE FACILITIES BEING UTILIZED AS A PART OF THE
DRAINAGE SYSTEM SHALL BE CLEANED AS DIRECTED BY THE OWNER. THE
COST INCIDENTAL TO THIS SHALL BE INCLUDED IN THE CONTRACT PRICE FOR
OTHER ITEMS.

4. STORM DRAIN TRENCHES SHALL BE BACKFILLED IN ACCORDANCE WITH
STANDARD DETAIL WS—1 OR WS—2.

5. THE TOPS OF ALL EXISTING STRUCTURES THAT WILL BE A PART OF THE
COMPLETED SYSTEM SHALL BE ADJUSTED TO FINISHED GRADE.

6. POSITIVE DRAINAGE SHALL BE MAINTAINED AT ALL INTERSECTIONS AND
ALONG ALL NEW CURBING.

/. STRUCTURES 9, 9A AND 10 MAY NEED TO BE CAST—IN—PLACE IN
ORDER TO MEET SHALLOW DEPTHS NOT ACCOMODATED BY STANDARD VDOT
STRUCTURES.

3. CONTRACTOR SHALL OBTAIN A LAND DISTURBANCE PERMIT FROM THE
CITY OF WINCHESTER FOR THIS PROJECT.
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2" TOPSOIL WITH SEED
PYRAMAT 8090 OR APPROVED
EQUAL STAPLED 12"-18" O.C.

2" TOPSOIL
GRASS DITCH TYPICAL SECTION

N.T.S.

CITY OF WINCHESTER, VA

1.5” SM—-9.5

4 /‘\ 4" BM—25.0

6” #21—-A STONE

DRIVEWAY PAVEMENT TYPICAL SECTION

N.T.S.

* WHERE SUBGRADE IS UNSTABLE, PIPE SHALL BE BEDDED
ON A MINIMUM OF 8" BEDDING MATERIAL

* BACKFILL TO BE PLACED IN 12" LIFTS AND COMPACTED
TO 90% OF MAXIMUM DRY DENSITY

BACK FILL MAY BE EXCAVATED

* WHERE THE TRENCH BOTTOM IS ROCK, IT SHALL BE EXCAVATED

DEPARTMENT OF PUBLIC UTILITIES TO A MINIMUM OF 8" BELOW THE BOTTOM OF THE PIPE

AND BACKFILLED WITH BEDDING MATERIAL
FREE OF ROOTS, DEBRIS & STONES

TRENCH MATERIAL EXCEPT HIGHL\ _ _

AND ORGANIC SILTS & CLAYS Ce e
FREE OF ROOTS, DEBRIS & STONES
LARGER THAN 3" DIAMETER

REPLACE SURFACE IN KIND

12
MIN

VDOT CLASS # 57 BEDDING

It /

STANDARD STANDARD BEDDING DETAIL

DETAIL NO. OUTSIDE TRAFFIC AREAS (PVC OR DIP)

WS — 1 SCALE: NONE

DATE: 4/05

CITY OF WINCHESTER, VA
* WHERE THE TRENCH BOTTOM IS ROCK, IT SHALL BE EXCAVATED
DEPARTM ENT OF PUBL'C UT”_lTlES TO A MINIMUM OF 8" BELOW THE BOTTOM OF THE PIPE

AND BACKFILLED WITH BEDDING MATERIAL
FREE OF ROOTS, DEBRIS & STONES

* WHERE SUBGRADE IS UNSTABLE, PIPE SHALL BE BEDDED
ON A MINIMUM OF 8" BEDDING MATERIAL

* BACKFILL TO BE PLACED IN 12" LIFTS AND COMPACTED
TO 90% OF MAXIMUM DRY DENSITY

REPLACE SURFACE IN KIND
VDOT CLASS 21A BACKFILL. PLACE {

IN 6 INCH LIFTS, COMPACTED TO \
95% OF MAX IMUM DRY DENSITY

VDOT CLASS # 57 BEDDING

STANDARD STANDARD BEDDING DETAIL DATE: 4/05
DETAIL NO. WITHIN TRAFFIC AREAS (PVC OR DIP)
WS — 2 SCALE: NONE
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BETTY'S LANE DRAINAGE
IMPROVEMENT PROJECT
WINCHESTER, VA
NOTES & DETAILS
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